CHAPTER 6

COOLING AND LUBRICATING SYSTEMS

LEARNING OBJECTIVE: Explain the relationship of the cooling system to
engine operation. ldentify design and functional features of individual cooling
system components. Identify maintenance procedures applicable to cooling
systems. Identify types of lubrication systems and explain their operational
charactetistics and maintenance requirements.

All internal combustion engines are equipped with
cooling and lubricating systems that work in
conjunction with each other to promote efficient engine
operation and performance. The cooling and
lubricating systems discussed in this chapter, along with
their respective components and maintenance
requirements, are representative of the types of systems
you will be expected to maintain.

Because of the variety of engines used, there are
differences in the applications of features of their
cooling and lubricating systems. Keep in mind that
maintenance procedures and operational characteristics
vary from engine to engine; therefore, always refer to
the manufacturer’s service manuals for specific
information

ENGINE COOLING SYSTEMS

LEARNING OBJECTIVE: Explain the
relationship of the cooling system to engine
operation. ldentify, design and functional
features of individual cooling system
components. |dentify maintenance procedures
applicable to cooling systems.

An internal combustion engine produces power by
burning fuel within the cylinders; therefore, it is often
referred to as a "heat engine." However, only about
25% of the heat is converted to useful power. What
happens to the remaining 75 percent? Thirty to thirty
five percent of the heat produced in the combustion
chambers by the burning fuel are dissipated by the
cooling system along with the lubrication and fuel
systems. Forty to forty-five percent of the heat
produced passes out with the exhaust gases. If this heat
were not removed quickly, overheating and extensive
damage would result. Vaves would burn and warp,
lubricating oil would break down, pistons and bearing

6-1

would overheat and seize, and the engine would soon
stop.

The necessity for cooling may be emphasized by
considering the total heat developed by an ordinary six-
cylinder engine. It is estimated that such an engine
operating at ordinary speeds generates enough heat to
warm a six-room house in freezing weather. Also, peak
combustion temperatures in a gasoline engine may
reach as high as 4500°F, while that of a diesel engine
may approach 6000°F. The valves, pistons, cylinder
walls, and cylinder head, all of which must be provided
some means of cooling to avoid excessive temperatures,
absorb some of this heat. Even though heated gases
may reach high temperatures, the cylinder wall
temperatures must not be allowed to rise above 400°F to
500°F. Temperatures above this result in serious
damage as dready indicated. However, for the best
thermal efficiency, it is desirable to operate the engine at
temperatures closely approximating the limits imposed
by the lubricating oil properties.

The cooling system has four primary functions.
These functions are as follows:

1. Remove excess heat from the engine.

2. Maintain a constant engine operating
temperature.

3. Increase the temperature of acold engine as
quickly as possible.

Provide a means for heater operation (warming
the passenger compartment).

Air is continually present in large enough quantities
to cool arunning engine; therefore, vehicle engines are
designed to dissipate their heat into the air through
which a vehicle passes. This action is accomplished
either by direct air-cooling or indirectly by liquid
cooling. Inthis chapter we will be concerned with both
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Figure6-1.—Air-cooled system.

types, and the discussion will include a description of
the various components of the systems and an
explanation of their operation.

AIR-COOLED SYSTEM

The simplest type of cooling is the air-cooled, or
direct, method in which the heat is drawn off by moving
air in direct contact with the engine (fig. 6-1). Several
fundamental principles of cooling are embodied in this
type of engine cooling. The rate of the cooling is

dependent upon the following:
e The area exposed to the cooling medium

The heat conductivity of the metal used & the
volume of the metal or its sizein cross section

The amount of air flowing over the heated
surfaces

e The difference in temperature between the
exposed metal surfaces and the cooling air

Some heat, of course, must be retained for efficient
operation. Thisis done by use of thermostatic controls
and mechanical linkage, which open and close shutters
to control the volume of cooling air. You will find that
air-cooled engines generally operate at a higher
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temperature than liquid-cooled engines whose
operating temperature is largely limited by the boiling
point of the coolant used. Consequently greater
clearances must be provided between the moving parts
of air-cooled enginesto allow for increased expansion.
Also, lubricating oil of a higher viscosity is generally
required.

CYLINDER HEAD

RELIEFS

CRANKCASE MOUNTING
FLANGE

Figure 6-2—Air-cooled cylinder.
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In air-cooled engines the cylinders are mounted
independently to the crankcase so an adequate volume
of air can circulate directly around each cylinder,
absorbing heat and maintaining cylinder head
temperatures within allowable limits for satisfactory
operation [fig. 6-2). In al cases, the cooling action is
based on the simple principle that the surrounding air is
cooler than the engine. The main components of an air-
cooled system are the fan, shroud, baffles, and fins. A
typical air-cooled engine is shown inlfigure 6-3]

Fan and Shroud

All stationary air-cooled engines must have a fan or
blowers of some type to circulate a large volume of
cooling air over and around the cylinders. The fan for
the air-cooled engine shown irf figure 6-3 is built into
the flywheel. Notice that the shrouding, or cowling,
when assembled will form a compartment around the
engine so the cooling air is properly directed for
effective cooling. Air-cooled engines, such as those
used on motorcycles and outboard engines, do not
require the use of fans or shrouds because their
movement through the air results in sufficient airflow
over the engine for adequate cooling.

Baffles and Fins

In addition to the fan and shroud, some engines use
baffles or deflectors to direct the cooling air from the fan
to those parts of the engine not in the direct path of the

arflow. Baffles are usually made of light metal and are
semicircular, with one edge in the air stream, to direct
the air to the back of the cylinders.

Most air-cooled engines use thin fins that are raised
projections on the cylinder barrel and head (fig. 6-3).
The fins provide more cooling area or surface and aid in
directing airflow. Heat, resulting from combustion,
passes by conduction from the cylinder walls and
cylinder head to the fins and is carried away by the
passing air.

Maintaining the Air-cooled System

You may think that because the air-cooled system is
so simple it requires no maintenance. Many mechanics
think this way and many air-cooled engine failures
occur as aresult. Maintenance of an air-cooled system
consists primarily of keeping cooling components
clean. Clean components permit rapid transfer of heat
and ensure that nothing prevents the continuous flow
and circulation of air. To accomplish this, keep fans,
shrouds, baffles, and fins free of dirt, bugs, grease, and
other foreign matter. The engine may look clean from
the outside, but what is under the shroud? An
accumulation of dirt and debris here can cause real
problems; therefore, keep this area between the engine
and shroud clean.

Paint can cause a problem. Sometimes a mechanic
will reduce the efficiency of the cooling system by the
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Figure6-3.—Air-cooled engine.
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careless use of paint. The engine may look good but
most paints act as an insulator and hold in heat. In
addition to keeping the cooling components clean, you
must inspect them each time the engine is serviced.
Replace or repair any broken or bent parts. Check the
fins for cracks or breaks. When cracks extend into the
combustion chamber area, the cylinder barrel must be
replaced.

Now that we have studied the simplest method of
cooling, let’s look at the most common, but also the most
complex system.

LIQUID-COOLED SYSTEM

Nearly all multicylinder engines used in
automotive, construction, and material-handling
equipment use a liquid-cooled system. Any liquid used
in this type of system is called a COOLANT.

A simple liquid-cooled system consists of a
radiator, coolant pump, piping, fan, thermostat, and a
system of water jackets and passages in the cylinder
head and block through which the coolant circulates
(fig. 6-4). Some vehicles are equipped with a coolant
distribution tube inside the cooling passages that directs

additional coolant to the points where temperatures are
highest. Cooling of the engine parts is accomplished by
keeping the coolant circulating and in contact with the
metal surfaces to be cooled. The operation of aliquid-
cooled system is as follows:

e The pump draws the coolant from the bottom of
the radiator, forcing the coolant through the
water jackets and passages, and gjectsit into the
upper radiator tank.

e The coolant then passes through a set of tubes to
the bottom of the radiator from which the cooling

cycle begins.

The radiator is situated in front of afan that is
driven either by the water pump or an electric
motor. The fan ensures an airflow through the
radiator at times when there is no vehicle motion.

The downward flow of coolant through the
radiator creates what is known as a thermosiphon
action. This simply means that as the coolant is
heated in the jackets of the engine, it expands. As
it expands, it becomes less dense and therefore
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Figure6-4.—Liquid-cooled engine.
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lighter. This causes it to flow out of the top outlet
of the engine and into the top tank of the radiator.

e Asthe coolant is cooled in the radiator, it again
becomes more dense and heavier. This causes
the coolant to settle to the bottom tank of the
radiator.

¢ The heating in the engine and the cooling in the
radiator therefore create a natural circulation that
aids the water pump.

The amount of engine heat that must be removed by
the cooling system is much greater than is generaly
realized. To handle this heat load, it may be necessary
for the cooling system in some engine to circulate 4,000
to 10,000 gallons of coolant per hour. The water
passages, the size of the pump and radiator, and other
details are so designed as to maintain the working parts
of the engine at the most efficient temperature within
the limitation imposed by the coolant.

Radiator

In the cooling system, the radiator is a heat
exchanger that removes the heat from the coolant
passing through it. The radiator holds a large volume of
coolant in close contact with a large volume of air so
heat will transfer from the coolant to the air. The
components of aradiator are as follows:

COOLANT FLOW

ROUND TUBE
AND FIN
CONSTRUCTION

FLAT TUBE AND
FIN CONSTRUCTION
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e CORE—The center section of the radiator made
up of tubes and cooling fins.

e TANKS—The metd or plastic ends that fit over
core tube ends to provide storage for coolant and
fittings for the hoses.

e FILLER NECK—The opening for adding
coolant. It aso holds the radiator cap and
overflow tube.

e OIL COOLER—The inner tank for cooling
automatic transmission or transaxle fluid.

e PETCOCK—The fitting on the bottom tank for
draining coolant.

A tube-and-fin radiator consists of a series of tubes
extending from top to bottom or from side to side
[6-5). The tubes run from the inlet tank to the outlet tank.
Fins are placed around the outside of the tubes to
improve heat transfer. Air passes between the fins. As
the air passes by, it absorbs heat from the coolant. In a
typical radiator, there are five fins per inch Radiators
used in vehicles that have air conditioning have seven
fins per inch. This design provides the additional
cooling surface required to handle the added heat load
imposed by the air conditioner.

FLAT TUBE CORRUGATED
FIN CONSTRUCTION

Figure6-5.—Engineradiator construction.



Radiators are classified according to the direction
that the coolant flows through them. The two types of
radiators are the downflow and crossflow.

e The downflow radiator has the coolant tanks on
the top and bottom and the core tubes run
vertically. Hot coolant from the engine enters the
top tank. The coolant flows downward through
the core tubes. After cooling, coolant flows out
the bottom tank and back into the engine.

e The crossflow radiator is a design that has the
tanks on the sides of the core. The core tubes are
arranged for horizontal coolant flow. The tank
with the radiator cap is normally the outer tank.
A crossflow radiator can be shorter, alowing for
alower vehicle hood.

The operation of aradiator is as follows:

e The upper tank collects incoming coolant and,
through the use of an internal baffle, distributes it
across the top of the core.

e The core is made up of numerous rows of small
vertical tubes that connect the upper tank and the
lower tank. Sandwiched between the rows of
tubes are thin sheet meta fins. As the coolant
passes through the tubes to the lower tank, the
fins conduct the heat away from it and dissipate
this heat into the atmosphere. The dissipation of
the heat from the finsis aided by directing a
constant air flow between the tube and over the
fins.

e The lower tank collects the coolant from the core
and discharges it to the engine through the outlet

pipe.

e The overflow tube provides an opening from the
radiator for escape of coolant if the pressure in
the system exceeds the regulated maximum.
This will prevent rupture of cooling system
components.

A transmission oil cooler is often placed in the
radiator on vehicles with automatic transmissions. It is
a small tank enclosed in one of the main radiator tanks.
Since the transmission fluid is hotter than engine
coolant, heat is removed from the fluid as it passes
through the radiator and cooler.

In downflow radiators, the transmission oil cooler
is located in the lower tank. In a crossflow radiator, it is
located in the tank having the radiator cap. Both tanks
are coolant outlet tanks.

Line fittings from the cooler extend through the
radiator tank to the outside. Metal lines from the
automatic transmission connect to these fittings. The
transmission oil pump forces the fluid through the lines
and cooler.

Radiator Hoses

Radiator hoses carry coolant between the engine
water jackets and the radiator. Being flexible, hoses can
withstand the vibration and rocking of the engine
without breaking.

The upper radiator hose normally connects to the
thermostat housing on the intake manifold or cylinder
head. The other end of the hose fits on the radiator. The
lower hose connects the water pump inlet and the
radiator.

A molded hose is manufactured into a specia shape
with bends to clean the parts especially the cooling fan.
[t must be purchased to fit the exact year and make of the
vehicle.

A flexible hose has an accordion shape and can be
bent to different angles. The pleated construction
allows the hose to bend without collapsing and blocking
coolant flow. It is also known as a universal type
radiator hose.

A hose spring is used in the lower radiator hose to
prevent its collapse. The lower hose is exposed to
suction from the water pump. The spring assures that
the inner lining of the hose does NOT tear away, close
up, and stop circulation.

Radiator Pressure Cap

The radiator pressure cap is used on nearly
all of the modern engines. The radiator cap locks onto
the radiator tank filler neck Rubber or metal seals make
the cap-to-neck joint airtight. The functions of the
pressure cap are as follows:

1. Sealsthetop of the radiator tiller neck to prevent
leakage.

2. Pressurizes system to raise boiling point of
coolant.

3. Relieves excess pressure to protect against
system damage.

4. In aclosed system, it alows coolant flow into
and from the coolant reservoir.

The radiator cap pressure valve consists of a spring-
loaded disc that contacts the filler neck. The spring
pushes the valve into the neck to form a seal. Under
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Figure6-6.—Radiator pressurecap.

pressure, the boiling point of water increases. Normally
water boils at 212°F. However, for every pound of
pressure increase, the boiling point goes up 3°F.

Typical radiator cap pressure is 12 to 16 psi. This
raises the boiling point of the engine coolant to about
250°F to 260°F. Many surfaces inside the water jackets
can be above 212°F.

If the engine overheats and the pressure exceeds the
cap rating, the pressure valve opens. Excess pressure
forces coolant out of the overflow tube and into the
reservoir or onto the ground. This prevents high
pressure from rupturing the radiator, gaskets, seals, or
hoses.

The radiator cap vacuum valve opens to allow
reverse flow back into the radiator when the coolant
temperature drops after engine operation. Itisasmaller
valve located in the center, bottom of the cap.

The cooling and contraction of the coolant and air in
the system could decrease coolant volume and pressure.
Outside atmospheric pressure could then crush inward
on the hoses and radiator. Without a cap vacuum or vent
valve, the radiator hose and radiator could collapse.

CAUTION

Always remove the radiator cap slowly
and carefully. Removing the radiator cap from
a hot pressurized system can cause serious
burns from escaping steam and coolant.

Water Pump

The water pump is an impeller or centrifugal pump
that forces coolant through the engine block, cylinder
head, intake manifold, hoses, and radiator [(fig. 6-7). It
Is driven by afan belt running off the crankshaft pulley.
The maor parts of atypical water pump include the
following:

A- PULLEY AND
HUB ASSEMBLY

B- BEARING RETAINER

C- SHAFT AND
BEARING ASSEMBLY

D- BODY

E- SEAL WASHER

F- SEAL ASSEMBLY
G- MPELLER

H- PLATE GASKET

J- PLATE

et H
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Figure 6-7.—Water pump.



WATER PUMP IMPELLER—a disc with
fanlike blades that spins and produces pressure
and flow.

WATER PUMP SHAFT—steel shaft that
transfers turning force from the hub to impeller.

WATER PUMP SEAL—prevents coolant
leakage between pump shaft and pump housing.

WATER PUMP BEARING—rplain or ball
bearing that allows the pump shaft to spin freely
in the housing.

WATER PUMP HUB—provides mounting
place for the belt and fan.

WATER PUMP HOUSING—iron or aluminum
casting that forms the main body of the pump.

The water pump normally mounts on the front of
the engine. With some transverse (sideways) mounted
engines, it may bolt to the side of the engine and extend
towards the front.

A water pump gasket fits between the engine and
the pump housing to prevent coolant leakage. RTV
sealer may be used instead of a gasket.

Operation of the water pump is as follows [fig. 6-8):

COOLANT

COOLANT
FROM RADIATOR

!

Figure6-8.—Water pump operation.
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The spinning crankshaft pulley causes the fan
belt to turn the water pump pulley, pump shaft,
and impeller.

Coolant trapped between the impeller blades is
thrown outward, producing suction in the central
area of the pump housing.

Since the pump inlet is near the center, coolant is
pulled out of the radiator, through the lower
radiator hose.

After being thrown outward and pressurized, the
coolant flows into the engine. It circulates
through the block, around the cylinders, up
through the cylinder heads, and back into the
radiator.

Fan and Shroud

The cooling system fan pulls alarge volume of air
through the radiator core that cools the hot water
circulating through the radiator. A fan belt or an electric
motor drives the fan A fan driven by afan belt, is
known as an engine-powered fan and is bolted to the
water pump hub and pulley. Sometimes a spacer fits
between the fan and pulley to move the fan closer to the
radiator. Besides removing heat from the coolant in the
radiator, the flow of air created by the fan causes some
direct cooling of the engine itself.

Fan blades are spaced at intervals around the fan
hub to aid in controlling vibration and noise. They are
often curled at the tip to increase their ability to move
air. Except for differences in location around the hub,
most blades have the same pitch and angularity.

Bent fan blades are very common and result in
noise, vibration, and excess wear on the water pump
shaft. You should inspect the fan blades, pulleys, pump
shaft end play, and drive belt at every preventive
mai ntenance inspection.

A variable pitch (flex) fan has thin, flexible blades
that alter airflow with engine speed (fig. 6-9). These fan
blades are made to change pitch as the speed of the fan
increases so that the fan will not create excessive noise
or draw excessive engine power at highway speeds. At
low speeds, the fan blades remain curved and pull air
through the radiator. At higher speeds, the blades flex
until they are almost straight. This reduces fan action
and saves engine power.

The fluid coupling fan clutch is designed to dlip at
high speeds, performing the same function as a flexible
fan. The clutch is filled with silicone-based ail. Fan
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Figure 6-9.—Variable pitch fan.

speed is controlled by the torque-carrying capacity of
the oil. The more ail in the coupling, the greater the fan
speed; the less ail in the coupling, the slower the fan

Speed.

The thermostatic fan clutch has a temperature
sensitive, bimetallic spring that controls fan action. The
spring controls oil flow in the fan clutch When cold,
the spring causes the clutch to dlip, speeding engine
warm-up. After reaching operating temperature, the
spring locks the clutch, providing forced air circulation.

An electric engine fan uses an electric motor and a
thermostatic switch to provide cooling action (fig)
[6-10). An €electric fan is used on front-wheel drive
vehicles having transverse mounted engines. The water
pump is normally located away from the radiator.

The fan motor isasmall, direct current (dc) motor.
[t mounts on a bracket secured to the radiator. A metal
or plastic fan blade mounts on the end of the motor shaft.

A fan switch or temperature-sensing switch
controls fan motor operation. When the engine is cold,
the switch is open, keeping the fan from spinning, and
speeds engine warm-up.  When coolant temperature
reaches approximately 210°F, the switch closes to
operate the fan and provide cooling.

An electric engine fan saves energy and increases
cooling system efficiency. It only functions when
needed. By speeding engine warm-up, it reduces
emissions and fuel consumption. In cold weather, the
electric fan may shut off at highway speeds. There may

be enough cool air rushing through the grille of the
vehicle to provide adequate cooling. On some models a
timed relay may be incorporated that alows the fan to
run for a short time after engine shutdown. This, in
conjunction with thermosiphon action, helps to prevent
boilover after engine shutdown.

TEMPERATURE
SENSING SWITCH

Figure 6-10.—Electrically motorized fan.



The radiator shroud ensures that the fan pulls air
through the radiator. It fastens to the rear of the radiator
and surrounds the area around the fan. When the fan is
spinning, the shroud keeps air from circulating between
the back of the radiator and the front of the fan. Asa
result, a large volume of air flows through the radiator
core.

Water Jacket

The water passages in the cylinder block and
cylinder head form the engine waterjacket (fig. 64). In
the cylinder block, the water jacket completely
surrounds al cylinders along their full length. Within
the jacket, narrow passages are provided between the
cylinders for coolant circulation around them. In
addition, water passages are provided around the valve
seats and other hot parts of the cylinder block In the
cylinder head, the water jacket covers the combustion
chambers at the top of the cylinders and contains
passages around the valve seats when the valves are
located in the head.

The passages of the water jacket are designed to
control circulation of coolant and provide proper
cooling throughout the engine. The pump forces
coolant directly from the lower radiator tank connection
into the forward portion of the cylinder block. This type
of circulation would, obviously, cool the number one
cylinder first; causing the rear cylinder to accept coolant
progressively heated by the cylinders ahead. To prevent
this condition, the L-head block is equipped with a
coolant distribution tube that extends from front to rear
of the block, having holes adjacent to (and directed at)
the hottest parts of each cylinder. I-head engines are
equipped with ferrule type coolant directors that direct a
jet of coolant toward the exhaust valve seats.

Thermostats

Automatic control of the temperature of the engine
is necessary for efficient engine performance and
economical operation. If the engine is allowed to
operate at a low temperature, sludge buildup and
excessive fuel consumption will occur. On the other
hand, overheating the engine or operating it above
normal temperature will result in burnt valves and
faulty lubrication. The latter causes early engine
fallure.
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The thermostat senses engine temperature and
controls coolant flow through the radiator. It allows
coolant to circulate freely only withinthe blockuntil the
desired temperature is reached. This action shortens the
warm-up period. The thermostat normally fits under the
thermostat housing between the engine and the end of
the upper radiator hose. The pellet-type thermostat that
is used in modern pressurized cooling systems
incorporates the piston and spring principle (fig. 6-11).
The thermostat consists of avalve that is operated by a
piston or a steel pin that fits into a small case, containing
a copper impregnated wax pellet. A spring holds the
piston and valve in a normally closed position. When
the thermostat is heated, the pellet expands and pushes
the valve open. As the pellet and thermostat cools,
spring tension overcomes pellet expansion and the
valve closes.

Thermostats are designed to open at specific
temperatures. This is known as thermostat rating.
Normal ratings are between 180°F and 195°F for
automotive applications and between 170°F and 203°F
for heavy-duty applications. Thermostats will begin to
open at their rated temperature and are fully open about
20°F higher, For example, athermostat with arating of
195°F starts to open at that temperature and is fully open
at about 215°F.

Most engines have a small coolant bypass passage
that permits some coolant to circulate within the
cylinder block and head when the engine is cold and the
thermostat is closed. This provides equal warming of
the cylinders and prevents hot spots. When the engine
warms up, the bypass must close or become restricted.
Otherwise, the coolant would continue to circulate
within the engine and too little would return to the
radiator for cooling.

The bypass passage may be an internal passage or
an external bypass hose. The bypass hose connects the
cylinder block or head to the water pump. There are two
internal bypass systems that can be used on an engine.

One interna bypass system uses a small, spring-
loaded valve located in the back of the water pump. The
valve is forced open by coolant pressure from the pump
when the thermostat is closed. As the thermostat opens,
the coolant pressure drops within the engine and the
bypass valve closes.
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Another bypass system has a blocking-bypass
thermostat (fig. 6-12). This thermostat operates as
previously described, but it also has a secondary, or
bypass, vave. When the thermostat valve is closed, the
circulation to the radiator is shut off. However, when
the bypass valve is open, coolant is alowed to circulate
through the bypass. As the thermostat valve opens,
coolant flows into the radiator and the bypass valve
closes.
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Some stationary engines and large trucks are
equipped with shutters that supplement the action of the
thermostat in providing a faster warm-up and in
maintaining proper operating temperatures. When the
engine coolant is below a predetermined temperature,
the shutters, located in front of the radiator, remain
closed and restrict the flow of air through the radiator.
Then as the coolant reaches proper temperature, the
shutters start to open. Two methods are used to control
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Figure 6-12—Blocking-bypass thermostat.
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the shutter opening. A stationary engine uses a
SHUTTERSTAT (long thermostatic valve) connected
to the engine cooling system with hoses or pipes that
alow the coolant to circulate through the valve. The
temperature of the coolant, when it reaches a
predetermined temperature, causes the valve to expand
extending a rod which through linkage forces the
shutters open. Trucks, equipped with an air brake, use a
smaller thermostatic valve that actuates an air valve.
Thisair valve allows pressure from the air tank to enter
the air cylinder attached to the shutter operating
mechanism, forcing the shutters open.

Expansion (Recovery) Tank

Many cooling systems have a separate coolant
reservoir or expansion tank, also called the recovery
tank. It is partly filled with coolant and is connected to
the overflow tube from the radiator filler neck. The
coolant in the engine expands, as the engine heats up.
Instead of dripping out of the overflow tube onto the
ground and being lost out of the system completely, the
coolant flows into the expansion tank.

PRESSURE CAP

When the engine cools, a vacuum is created in the
cooling system.  The vacuum siphons some of the
coolant back into the radiator from the expansion tank.
In effect, a cooling system with an expansion tank is a
closed cooling system [(fig. 6-13). Coolant can flow
back and forth between the radiator and the expansion
tank. This occurs as the coolant expands and contracts
from the heating and cooling. Under normal conditions,
no coolant is lost. Coolant is added in this system
through the expansion tank that is marked for proper
coolant level. NEVER remove the cap located on the
radiator unless you are positive the system is cold. If
there is any pressure in the radiator, it will spray you
with hot steam and coolant. Use extreme caution
whenever you work around a closed cooling system.

An advantage to the use of an expansion tank is that
it eliminates amost al air bubbles from the cooling
system. Coolant without bubbles absorbs heat better.
Although the coolant level in the expansion tank goes
up and down, the radiator and cooling system are kept
full. This results in maximum cooling efficiency.

RECOVERY TANK

PRESSURE CAP

ENGINE COOLS CMB10241
Figure 6-13.—Closed cooling system.



Temperature Gauge and Warning Light

The operator should be warned if the temperature of
the coolant in the cooling system goes too high. For this
reason, a temperature gauge or warning light is installed
in the instrument panel of the vehicle. An abnormal
heat rise is a warning of abnormal conditions in the
engine. The warning lights alert the operator to stop the
vehicle before serious engine damage can occur.
Temperature gauges are of two general types—the
balancing-coil (magnetic) type and the bimetal-
thermostat (thermal) type.

1. The balancing-coil consists of two coils and an
armature to which a pointer is attached. An
engine-sending unit, that changes resistance
with temperature, is placed in the engine so that
the end of the unit isin the coolant. When the
engine is cold, only a small amount of current is
alowed to flow through the right coil; the left
coil has more magnetism than the right coil. The
pointer, attached to the armature, moves left
indicating that the engineis cold. Asthe engine
warms up, the sending unit passes more current.
More current flows through the right coil,
creating a stronger magnetic field. Therefore,
the pointer moves ‘to the right to indicate a
higher coolant temperature.

The bimetal-thermostat is similar to the
balancing-coil type except for the use of a
bimetal thermostat in the gauge. This
thermostat is linked to the pointer. As the
sending unit warms up and passes more current,
the thermostat heats up and bends. This causes
the pointer to swing to the right to indicate that
the engine coolant temperature is rising.

A temperature warning light informs the operator
when the vehicle is overheating. When the engine
coolant becomes too hot, a sending unit in the engine
block closes, completing the circuit and the dash
indicating light comes ON. The indicating light warns
of an overheating condition about 5°F to 10°F below
coolant boiling point.

In some construction equipment a "prove-out”
circuit isincorporated in the system. When the ignition
switch isturned from OFF to RUN, the light comes on,
proving that the system is operating. If the light does not
come on, either the bulb is burned out or the sending unit
or connecting wire is defective. The light will go out
normally after the engine starts.
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Coolants and Antifreeze

Since water is easily obtained, cheap, and has the
ability to transfer heat readily, it has served as a basic
coolant for many years. Some properties of water, such
as its boiling point, freezing point, and natural corrosive
action on metals, limit its usefulness as a coolant. To
counteract this, use an antifreeze.

Antifreeze, usualy ethylene glycol, is mixed with
water to produce the engine coolant. Antifreeze has
severa functions.

e Prevents winter freeze up, which can cause
serious damage to the engine and cooling

system.

Prevents rust and corrosion by providing a
protective film on the metal surfaces.

L ubricates the water pump, which increases the
service life of the pump and seals.

e Cools the engine; prevents overheating in hot
wesather.

For ideal cooling and winter protection, a 50/50
mixture of antifreeze and water is recommended. It will
provide protection from ice formation to about —34°F.
Higher ratios of antifreeze produce even lower freezing
temperatures; for example, a 60/40 mixture will protect
the cooling system to about —-62°F. However, this much
protection is not normally needed.

WARNING

Ethylene glycol isatoxic material- Avoid
prolonged skin contact or accidental ingestion.
Wear protective gloves and goggles while
handling antifreeze and coolants.

SERVICING THE LIQUID-COOLED
SYSTEM

A cooling system is extremely important to the
performance and service life of the engine. Major
engine damage could occur in a matter of minutes
without proper cooling because combustion heat
collects in metal engine parts. This heat can melt
pistons, crack or warp the cylinder head or block, cause
valves to burn, or the head gasket to "blow." To prevent
these costly problems, keep the cooling system in good
condition.



As amechanic, you must be able to locate and
correct cooling system problems quickly and
accurately. It is equally important that you know how to
service a cooling system.

Flushing the System

The origina additives in antifreeze fight rust and
corrosion breakdown and are ineffective after 1 to 2
years. Thisis because of the continual exposure to the
heat in the cooling system. After the additives break
down, rust begins to form rapidly. Therefore, a rust-
colored antifreeze is an indication that the cooling-
system service is required.

The cooling system should be cleaned periodically
to remove rust, scale, grease, oil, and any acids formed
by exhaust-gas leakage into the coolant.
Recommendations vary; for example, Chevrolet
recommends that the cooling system be drained and
flushed every 2 years.

Flushing (cleaning) of a cooling system should be
done based on the manufacturer’s recommendations or
when rust and other contaminants are found in the
system. Flushing involves running water or a cleaning
chemical through the cooling system to wash out
contaminants. Rust is very harmful to the cooling
system because it causes premature water pump wear
and can collect and clog the radiator or heater core
tubes. There are three methods of flushing-fast
flushing, reverse flushing, and chemical flushing.

Fast flushing is a common method of cleaning a
cooling system because the thermostat does not have to
be removed from the engine. A water hose is connected
to a heated hose fitting. The radiator cap is removed and
the petcock is opened. When the water hose is ON and
water flows through the system, loose rust and scale are
removed.

Reverse flushing of a radiator requires a specia
flushing gun device that is connected to the radiator
outlet tank by a piece of hose (fig. 6-14). Another hose
is attached to the inlet tank, so the water and debris can
be directed to the floor drains. Compressed air, under
low pressure, is used to force water through the radiator
core backwards. The air pressure is used intermittently
to loosen scale and sediment. Excessive air pressure
should be avoided to prevent damage to the radiator.
Starting and stopping the water flow produces a
fluctuation in pressure and tends to loosen all foreign
matter clinging to the passages in the radiator core.
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Figure 6-14.—Rever seflushing of aradiator.

Reverse flushing can also be used on the engine
block and head [(fig. 6-15). First, remove the thermostat
and disconnect the upper radiator hose. Then
disconnect the lower radiator hose at the water pump.
Insert the flushing equipment in the upper radiator hose.
Reverse flush the system by sending water and air
through the water jackets and coolant passages.
Following the flushing, replace the thermostat and
hoses so the system can be refilled.

When reverse flushing equipment is not available,
you can still reverse flush the system with a garden
hose. This is often effective following the use of a
chemica cleaner.

WATER HOSE FLUSHING GUN

Figure 6-15.—Rever seflushing of water jackets.



Chemical flushing is needed when a scale buildup
in the system is causing engine overheating. Add the
chemical cleaner to the coolant. Run the engine at fast
idle for about 20 minutes. Wait for the engine to cool.
Then drain out the coolant and cleaner solution. Using a
garden hose, flush out the loosened rust and scale.
Continue to flush until the water runs clear.

CAUTION

Always follow manufacturer’s
instructions when using a cooling system
cleaning agent. Wear protective gloves and
goggles when handling cleaning agents.
Chemicals may cause eye and skin burns.

Antifreeze Service

Antifreeze should be checked and changed at
regular intervals. After prolonged use, antifreeze will
break down and become very corrosive. It can lose its
rust preventative properties and the cooling system can
fill rapidly with rust.

A visual inspection of the antifreeze will help
determine its condition. Rub your lingers inside the
radiator filler neck. Check for rust, oil (internal engine
leak), scale, or transmission fluid (leaking oil cooler).

Also check to find out how long the antifreeze has
been in service. If contaminated or too old, replace the
antifreeze. If badly rusted, you may need to flush the
system. Antifreeze should be changed when
contaminated or when 2 years old. Check the service
manual for exact change schedules.

Antifreeze strength is a measurement of the
concentration of antifreeze compared to water. It
determines the freeze-up protection of the solution.
There are two devices used to check antifreeze
strength—the antifreeze hydrometer and the
refractometer.

e The antifreeze hydrometer is used to measure the
freezing point of the cooling system. A squeeze
and release bulb draws coolant into the tester,
and a needle floats to show the freeze protection
point.

® With the refractometer, you draw coolant into the
tester. Then place a few drops of coolant on the
measuring window (surface). Aim the tester at a
light and view through the tester sight. The scale
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in the refractometer indicates the freeze
protection point.

Minimum antifreeze strength should be severa
degrees lower than the lowest possible temperature for
the climate of the area. For example, if the lowest
normal temperature for the area is 10°F, the antifreeze
should test to -20°F. A 50/50 mixture of antifreeze and
water is commonly used to provide protection for most
weather conditions.

NOTE

Vehicles, using an aluminum cooling
system and engine parts, can be corroded by
some types of antifreeze. Use only antifreeze
designed for aluminum components. Check
the vehicles service manual or antifreeze |abel
for details.

COOLING SYSTEM TESTS

It is often necessary to check the cooling system for
cooling system problems. Cooling system problems
can be grouped into three general categories:

1. COOLANT LEAKS—crack or rupture,
alowing pressure cap action to push coolant out
of the system.

2. OVERHEATING—engine operating
temperature too high, warning light on,
temperature gauge shows hot, or coolant and
steam is blowing out the overflow.

3. OVERCOOLING—engine fails to reach full
operating temperature, engine performance
poor or sluggish.

To diagnose and repair cooling system problems,
perform several tests. These tests include the
following—cooling system pressure test, combustion
leak test, thermostat test, engine fan test, and fan belt
test.

Cooling System Pressure Test

A cooling system pressure test is used to locate
leaks quickly. Low air pressure is forced into the
system, causing coolant to pour or drip from any leak in
the system.

A pressure tester is a hand-operated air pump used
to pressurize the system for leak detection. Install the
pressure tester on the radiator filler neck. Then pump



the tester until the pressure gauge reads radiator cap
pressure.

CAUTION

Do not pump to much pressure into the
cooling system or part damage may result.

With pressure in the system, inspect all parts for
coolant leakage. Check at all fittings, at gaskets, under
the water pump, around the radiator, and at engine
freeze (core) plugs. Once the leak is located, tighten,
repair, or replace parts as needed

A pressure test can also be applied to the radiator
cap. The radiator pressure test measures cap-opening
pressure and checks condition of the sealing washer.
The cap isinstalled on the cooling system pressure
tester.

Pump the tester to pressurize the cap. Watch the
pressure gauge. The cap should release pressure at its
rated pressure (pressure stamped on cap). It should also
hold that pressure for aleast 1 minute. If not, install a
new cap.

Combustion Leak Test

A combustion leak test is designed to check for the
presence of combustion gases in the engine coolant. It
should be performed when signs (overheating, bubbles
in the coolant, risein coolant level upon starting) point
to a blown head gasket, cracked block, or cracked
cylinder head.

A block tester, often called a combustion leak tester,
is placed in the radiator filler neck. The engine is started
and the test bulb is squeezed and then released. This
will pull ar from the radiator through the test fluid.

The fluid in the block tester is normally blue. The
chemicals in the exhaust gases cause a reaction in the
test fluid, changing its color. A combustion leak will
turn the fluid yellow. If the fluid remains blue, thereis
no combustion leak.

Combustion leakage into the cooling system is very
damaging. Exhaust gases mix with the coolant and
form corrosive acids. The acids can cause holes in the
radiator and corrode other components.

An exhaust gas analyzer will also detect
combustion pressure leakage into the coolant. By
placing the analyzer probe over the filler neck and
accelerating the engine, the probe will pick up any
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hydrocarbons (HC) leaking from the system, which
indicates combustion leakage.

Thermostat Test

To check thermostat action, watch the coolant
through the radiator neck. When the engine is cold,
coolant should not flow through the radiator. When the
engine warms, the thermostat should open. Coolant
should begin to circulate through the radiator. If this
action does not occur, the thermostat may be defective.

There are several ways to test a thermostat. The
most common is to suspend the thermostat in a
container of water together with a high-temperature
thermometer [(fig. 6-16). Then by heating the container
on a stove or hot plate, the temperature at which the
thermostat begins to open, as well as when full open,
can be determined. If the thermostat fails to respond at
specified temperatures, it should be discarded.
Specifications vary on different thermostats. For
example, a thermostat with an opening temperature of
180°F to 185°F, full-open temperature is 200°F to
202°F. If the test is satisfactory, the thermostat can be
reinstalled.

A digital thermometer can also be used to check the
operating temperature of an engine and thermostat.
Simply touch the tester probe on the engine next to the
thermostat housing and note its reading. If the
thermostat does not open at the correct temperature, it is
defective and should be replaced.

W
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Figure 6-16.—Testing a thermostat.



The use of a temperature stick is another way to test
athermostat quickly. The temperature stick is a pencil-
like device that contains a wax material containing
certain chemicals that melt at a given temperature.
Using two sticks (one for opening temperature and the
other for full-open temperature), rub the sticks on the
thermostat housing. As the coolant warms to operating
temperature, the wax-like marks will melt. If the marks
do not melt, the thermostat is defective and needs to be
replaced.

Engine Fan Test

A faulty engine fan can cause overheating,
overcooling, vibration, and water pump wear, or
damage. Testing the fan ensuresthat it is operating
properly.

To test a thermostatic fan clutch, start the engine.
The fan should dlip when cold; as the engine warms up,
the clutch should engage. Air should begin to flow
through the radiator and over the engine. You will be
able to hear and feel the air when the fan clutch locks up.

If the fan clutchislocked al the time (cold or hot), it
is defective and must be replaced. Excessive play or oil
leakage aso indicates fan clutch failure.

When testing an electric cooling fan, observe
whether the fan turns ON when the engine is warm.
Make sure the fan motor is spinning a normal speed and
forcing enough air through the radiator.

If the fan does not function, check the fuse,
electrical connections, and supply voltage to the motor.
If the fan motor fails to operate with voltage applied,
replaceit.

If the engine is warm and no voltage is supplied to
the fan motor, check the action of the fan switch. Use
either a voltmeter or test light. The switch should have
almost zero resistance (pass current and voltage) when
the engine is warm. Resistance should be infinite (stop
current and voltage) when the engine s cold.

If these tests do not locate the trouble with the
electric cooling fan, refer to the manufacturer’s service
manual for instructions. There may be a defective relay,
connection, or other problem.

SERVICE AND REPAIR OF COOLING
SYSTEM COMPONENTS

The individual components of the cooling system
which require servicing and repair include the water
pump, thermostat, hoses, fan and fan belt, and the
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radiator and pressure cap. Proper service of the
components ensures an efficient cooling system and
extends the life of the vehicle.

Water Pump

A bad water pump may leak coolant, fail to circulate
coolant, or it may produce a grinding sound. Rust in the
cooling system or lack of antifreeze is the most common
causes for pump failure. These conditions can
accelerate seal, shaft, and bearing wear. An
over-tightened fan belt will also cause water pump
failure.

To check for aworn water pump seal, pressure test
the system and watch for coolant leakage. Coolant will
leak out of the small drain hole at the bottom of the
pump or at the end of the pump shaft.

Worn water pump bearings are checked by
wiggling the fan or pump pulley up and down. If the
pump shaft is loose in its housing, the pump bearings are
badly worn. A stethoscope can also be used to listen for
worn, noisy water pump bearings.

Water pump action can be checked with a warm
engine. Squeeze the top radiator hose while someone
starts the engine. You should feel a pressure surge (hose
swelling) if the pump is working. If not, pump shaft or
impeller problems are indicated. You can aso watch for
coolant circulation in the radiator with the engine at
operating temperature.

Whether a defective pump is replaced or rebuilt
depends on parts supply and cost. A water pump rebuild
involves disassembly, cleaning, part inspection, worn
part replacement, and reassembly. Few mechanics
rebuild water pumps because rebuilding takes too much
time and is not cost effective.

The remova and installation of the water pump
varies with different vehicles. Therefore, the applicable
shop manua must be consulted for the step-by-step
procedures.

When you replace a pump, install a new gasket.
Make sure the mating surfaces are clean and smooth.
The application of a gasket sealer to both sides of the
gasket is recommended. Then after refilling the cooling
system, the pump should be checked for leaks, noise,
and proper operation.

Thermostat

There are no repairs or adjustments to be made on
the thermostat. The unit must be replaced when it fails



to operate properly. A stuck thermostat can either cause
engine overheating or overcooling.

If athermostat is stuck closed, coolant will not
circulate through the radiator. As a result, overheating
could make the coolant boil.

When athermostat is stuck open, too much coolant
may circulate through the radiator and the engine may
not reach proper operating temperature. The engine
may run poorly for extended periods in cold weather.
Engine efficiency (power, fuel mileage, and
driveability) will be reduced.

The procedure for thermostat replacement is as
follows:

e Toremove the thermostat, drain the coolant and

remove the upper radiator hose from the engine.

Remove the retaining cap screws holding the
thermostat housing to the engine. Tap the
housing free with a rubber hammer. Lift off the
housing and thermostat.

Scrape all of the old gasket material off the
thermostat housing and sealing surface of the
engine.

Make sure that the housing is not warped. Place
it on aflat surface and check the gaps between
the housing and the surface. If warped, file the
surface flat. This action will prevent coolant
leakage.

Make sure the temperature rating is correct.
Then place the thermostat into the engine.
Normally, the pointed end on the thermostat
should face the radiator hose. The pellet
chamber should face the inside of the engine.

Position the new gasket with approved sedler.
Start the cap screws by hand. Then torque them
to the manufacturer's specifications in an
aternating pattern DO NOT overtighten the
housing bolts or warpage and or breakage may
result. Most housings are made of soft aluminum
or "pot metal."

Hoses

Old radiator hoses and heater hoses are frequent
causes of cooling system problems. Hoses should be
checked periodicaly for leakage and genera condition.
The leakage may often be corrected by tightening or
replacing hose clamps. After a few years of use, hoses
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deteriorate. They may become soft and mushy, or hard
and brittle. Deteriorated hoses should be replaced to
preclude future troubles. Cooling system pressure can
rupture the hoses and result in coolant |oss.

Inspect the radiator and heater hoses for cracks,
bulges, cuts, or any other sign of deterioration. Squeeze
the hoses to check whether they are hardened or
softened and faulty. Flex or bend heater hoses and
watch for signs of surface cracks. If any problem is
detected, the affected hose should be replaced.
However, where spiral spring stiffeners are used to
control the tendency to collapse, such test will not work
and the hose must be removed for inspection.

Fan and Belt

One of the easiest and quickest checks to the
cooling system is the fan and fan belt. Check the fan for
bent blades, cracks, and other problems. A bent or
distorted fan on one with a loose blade should be
replaced. Where the fan is just loose on its mounting,
tightening is in order.

Fan belts, or drive belts, should be checked for wear
and tension. Most wear occurs on the underside of the
belt. To check a V-belt, twist the belt with your fingers.
Check for small cracks, grease, glazing, and tears or
splits. Small cracks will enlarge as the belt is flexed.
Grease rots the rubber and makes the side slick so that
the belt dlips easily. A high-pitched squeal results from
dlippage. Large tears or splitsin a belt allow it to be
tossed from the pulley. On vehicles with a set of two
belts, replace both if one is worn and requires
replacement.

Use a belt tension gauge to check and adjust the fan
belt tension. When you do not have a gauge or if space
does not alow use of a gauge, you can make a quick
check of belt tension. Press down on the free span of the
belt, a point midway between the aternator or generator
pulley and the fan pulley. Measure the amount of
deflection. When free span is less than 12 inches
between pulleys, belt deflection should be 1/8 to 1/4
inch. When free span is longer than 12 inches, belt
deflection should be 1/4 to 1/2 inch.

A dlipping belt can cause overheating and a run-
down battery. These troubles result because a slipping
belt cannot drive the water pump and aternator fast
enough for normal operation. Sometimes a belt will dip
and make noise even after it is adjusted to the proper
tension. Severa types of belt dressing are available
which can be applied to both sides of the belt to prevent
this problem. Belt dressing helps to eliminate noise and
increase belt friction.



The fan belt should be checked every time a vehicle
comes in for preventive maintenance (PM) to make sure
it isin good condition. A fan belt that has become
frayed, or has separated plies, should be replaced.

Replacement of a defective belt is usually made by
loosening the aternator or generator mounting bolts.
With the mounting bolts loose, push the alternator or
generator closer to the engine. This action provides
enough slack in the belt so it can be removed and a new
one installed. After installing a new belt, adjust it to the
proper tension and tighten the mounting bolts.

Radiator and Pressure Cap

When overheating problems occur and the system
Is not leaking, check the radiator and pressure cap. They
are common sources of overheating. The pressure cap
could have bad seals, allowing pressure loss. The
radiator may be clogged and not permitting adequate air
flow or coolant flow.

Bent fins should he straightened and the radiator
core checked for any obstructions tending to restrict the
airflow. Radiator air passages can be cleaned by
blowing them out with an air hose in the direction
opposite to the ordinary flow of air. Water can aso be
used to soften obstructions before applying the air blast.
Inany event, the cleaning getsrid of dirt, bugs, leaves,
straw, and other debris which otherwise would clog the
radiator and reduce its cooling efficiency. Sometimes
screens are used in front of the radiator core to reduce
this type of clogging.

The radiator can be checked for internal clogging
by removing the hose connections and draining the
coolant. Use a garden hose to introduce a stream of
water into the top of the radiator. If the flow is sluggish,
the radiator is partialy clogged. Another way to check
for this condition is to feel the radiator with your hand.
The radiator should be warm at the bottom and hot at the
top, with the temperature uniformly increasing from
bottom to top. Any clogged sections will feel cool.

CAUTION

Be sure the engine is not running when
making this test to avoid injury from the fan.

When the use of cleaning compounds and reverse
flushing fails to relieve a clogged core, the radiator must
be removed for mechanical cleaning. This requires the
removal of upper and lower radiator tanks and rodding
out the accumulated rust and scale from the water
passages of the core.
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The radiator pressure cap should also be checked
for condition and proper operation. If it isdirty, the cap
can be cleaned with soap and water, then rinsed. The
seating surface of the vacuum and pressure valves
should be smooth and undamaged The valves should
operate freely when pressed against their spring
pressure and should seal properly when closed.

During the vehicles preventive maintenance (PM)
inspection, the radiator should be checked for leaks,
particularly where the tanks are soldered to the core,
since vibration and pulsation from pressure can cause
fatigue of soldered joints or seams. Neglect of small
leaks may result in complete radiator failure, excessive
leakage, rust clogging, and overheating. Thusit is
extremely important to keep the radiator mounting
properly adjusted and tight at all times and to detect and
correct even the smallest leaks.

A leak usually reveals its presence by scale marks or
watermarks below the leak on the outside of the core.
Permanent antifreeze does not leak through spaces
where water cannot pass. The antifreeze leak is more
noticeable, since it does not evaporate as quickly as
water.

Stop-leak compounds can be effective to stop small
leaks at least temporarily. Stop-leak compounds harden
upon contact with the air, thus sealing off any small
openings. The main problem is that they give the
mechanic a sense of false security. For example, stop
leak may prevent seepage at a hose connection through
the inner lining, but finally the hose will rot and burst,
losing coolant and overheating the engine.

Stop-leak compounds can lead to radiator clogging
if water tubes already contain deposits that act asa
strainer. If coolant level gets too low, some stop-leak
ingredients may harden in the upper radiator and block
it.

NOTE

Before using stop leak, check your service
manual. The compound must be compatible
with the antifreeze and the inhibitors and must
be installed correctly and in the right quantity.

When large leaks or considerable damage is
present, removal of the radiator for extensive repair or
replacement is usually required.

Q1. Whnat type of cooling systemis the simplest?
Q2.

In a liquid-cooled system, what component acts
as a heat exchanger?



Q3. What are the two types of radiators? Q9. What two devices am used to check antifreeze

Q4. Where is the vacuum valve located in the strength?
radiator cap? Q10. What device is used to perform a cooling system
Q5. What type of fan clutch uses a bimetal spring to pressure test?

control fan action?

Q6. What component of a liquid-cooled system ENGINE LUBRICATING

senses engine temperature and controls coolant SYSTEMS
flow through the radiator? LEARNING OBJECTIVE: Identify types of
lubricating (oil) systems. Point out their

Q7. When replacing antifreeze, what is the ideal operational characteristics and maintenance

mixture you recommend? requirements
Q8. What are the three methods of flushing a liquid- All internal combustion engines are equipped with
cooled system? an internal lubricating system (fig. 6-17). Without
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Figure6-17.—Typical enginelubrication system.
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lubrication, an engine quickly overheats and its
working parts seize due to excessive friction. All
moving parts must be adequately lubricated to assure
maximum wear and long engine life.

PURPOSES OF LUBRICATION

The functions of an engine lubrication system are as
follows:

Reduces friction and wear between moving parts
(fig_ 6-18).

Helps transfer heat and cool engine parts.

Cleans the inside of the engine by removing
contaminants (metal, dirt, plastic, rubber, and

other particles) (fig. 6-19).

Absorbs shocks between moving parts to quiet
engine operation and increase engine life.

BEARING SURFACE
MAGNIFIED MANY TIMES
(NOTE JAGGED EDGES)

BEARING

1. RESIDUAL OIL ONLY.
SHAFT RESTING ON
BEARING.
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N

2. OIL ENTERING BEARING.
SHAFT ROTATING.

The properties of engine oil and the design of
modern engines allow the lubrication system to
accomplish these functions.

ENGINE OIL

Engine ail, aso caled motor ail, is used to produce
alubricating film on the moving parts in an engine. The
military specification for this type of oil prescribes that
the oil shall be a petroleum or synthetic petroleum
product or a combination thereof. This ail is intended
for lubrication of internal-combustion engines other
than aircraft engines or for general-purpose lubrication.

Oil Viscosity and Measurements

Qil viscosity, also caled oil weight, is the thickness
or fluidity (flow ability) of the oil. A high viscosity ail is
very thick and resists flow. A low viscosity oil is very
thin and flows easily.

OIL MOLECULES ACT AS
SERIES OF ROLLERS

N4

3. OiL HAS WEDGED
SHAFT UP. SHAFT
AND BEARING WiLL
NOT TOUCH.

Figure6-18.—How ail lubricates.
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Figure 6-19.—Sour ces of oil contamination.

Oils are graded according to their viscosity by a
series of Society of Automotive Engineers (SAE)
numbers. The viscosity of the oil increases
progressively with the SAE number. An SAE 4 oil
would be very light (low viscosity) and SAE 90 oil
would be very heavy (high viscosity). The viscosity of
the oil used in internal-combustion engines ranges from
SAE 5 (arctic use) to SAE 60 (desert use). It should be
noted that the SAE number of the oil has nothing to do
with the quality of the ail.

The viscosity number of the oil is determined by
heating the oil to a predetermined temperature and
alowing it to flow through a precisely sized orifice
while measuring the rate of flow. The faster an oil
flows, the lower the viscosity. The testing device is
called aviscosimeter. The viscosity of the oil is printed
on top of the oil can. Qil viscosity iswritten SAE 10,
SAE 20, SAE 30, and so on. The letter W will follow
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any oil that meets SAE low-temperature requirements.
An example would be SAE 10W.

Multi-viscosity oil or multi-weight oil has the
operating characteristics of athin, light oil when cold
and a thicker, heavy oil when hot. A multi-weight oil is
numbered SAE 10W-30, 10W-40, 20W-50, and so on.
For example, a 10W-30 oil will flow easily (like 10W
oil) when starting a cold engine. It will then act as a
thicker oil (like 30 weight) when the engine warms to
operating temperature. This will make the engine start
more easily in cold weather. It will also provide
adequate film strength (thickness) when the engine is at
full operating temperature.

Normally, you should use the oil viscosity
recommended by the manufacturer, However, in avery
cold, high mileage, worn engine, higher viscosity may
be beneficial. Thicker oil will tend to seal the rings and
provide better bearing protection. It may also help cut
engine oil consumption and smoking.



Oil Service Rating

The oil servicerating is a set of |etters printed on the
oil can to denote how well the oil will perform under
operating conditions. The American Petroleum
Institute (API) sets this performance standard.

The APl system for rating oil classifies ail
according to its performance characteristics. The
higher rated oils contain additives that provide
maximum protection against rust, wear, oil oxidation,
and thickening at high temperatures. The oil service
ratings are as follows:

1. SA—adequate for utility engines subjected to
light loads, moderate speeds, and clean
conditions. Contains no additives.

2. SB—adequate for automotive use under
favorable conditions (light loads, low speeds,
and moderate temperatures) with relatively
short oil change intervals. Generally offers
only minimal protection to the engine against
bearing scuffing, corrosion, and oil
oxidation.

3. SC—meets oil warranty requirements for
1964 through 1967 automotive gasoline
engines.

4. SD—meets oil warranty requirements for
1968 through 1970 automotive gasoline
engines. Offers additional protection over SC
oilsthat are necessary with the introduction of
emission controls.

5. SE—meets oil warranty requirements for 1972
through 1979 automotive gasoline engines.
Stricter emission requirements created the
need for this detergent oil.

6. SF—meets oil warranty requirements for 1980
through 1988 automotive gasoline engines.
The SF oil is designed to meet the demands of
small, high-revving engines. A SF ail can be
used in all automotive vehicles requiring
detergent oil.

7. SG—meets oil warranty requirements for
1989 through present automotive gasoline
engines. Contains more additives than SF ails.
Can be used as CC or diesdl typeoils. Itisa
detergent oil.

8. CA—meets all requirements for naturally
aspirated diesel engines operated on low sulfur
fuel.

9. CB—meets all requirements for naturally
aspirated diesel engines operated on high
sulfur fuel.

10. CC—meets al requirements for lightly

supercharged diesel engines.

11. CD—meets al requirements for moderately

supercharged diesel engines.

The operator's manua provides the service rating
recommended for a specific vehicle. You can use a
better service rating than recommended, but NEVER a
lower service rating. A high service rating (SG, for
example) can withstand higher temperatures and loads
while still maintaining a lubricating film. It will have
more oil additives to prevent oil oxidation, engine
deposits, breakdown, foaming, and other problems.

LUBRICATING (OIL) SYSTEM
COMPONENTS

It must be remembered that the lubricating system
is actually an integral part of the engine and the
operation of one depends upon the operation of the
other. Thus the lubricating system, in actual practice,
cannot be considered as a separate and independent
system; it is part of the engine. The lubricating system
basically consists of the following:

e Qil Pan—reservoir or storage area for engine oil.

e Oil Level Gauge—checks the amount of oil in
the oil pan.

e Oil Pump—forces oil throughout the system.

e Oil Pickup and Strainers—carries oil to the
pump and removes large particles.

e Qil Filters—strains out impuritiesin the oil.
e QOil Galleries—oil passages through the engine.

e Qil Pressure Indicator—warns the operator of
low oil pressure.

e Oil Pressure Gauge—registers actua oil
pressure in the engine.

e Oil Temperature Regulator—controls engine oil
temperature on diesel engines.

Oil Pan

The oil pan, normally made of thin sheet metal or
aluminum, bolts to the bottom of the engine block. It
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Figure 6-20.—Oil level gauge.

holds a supply of oil for the lubrication system. The ail
pan isfitted with a screw-in drain plug for oil changes.
Baffles may be used to keep the oil from splashing
around in the pan.

The sump is the lowest area in the oil pan where oil
collects. Asail drains from the engine, it fills the sump.
Then the oil pump can pull oil out of the pan for
recirculation.
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Oil Level Gauge

The oil level gauge, also known as a dipstick, is
usually of the bayonet type (fig. 6-20). It consists of a
long rod or blade that extends into the oil pan. Itis
marked to show the level of oil within the oil pan.
Readings are taken by pulling the rod out from its
normal place in the crankcase, wiping it clean, replacing
it, and again removing and noting the height of the oil on
the lower or marked end. This should be done with the
engine stopped unless the manufacturer recommends
otherwise. It isimportant that the oil level not drop
below the LOW mark or rise above the FULL mark.

Oil Pump

The oil pump isthe heart of the lubricating system;
it forces oil out of the oil pan, through the oil filter,
galeries, and to the engine bearings. Normally, a gear
on the engine camshaft drives the oil pump; however, a
cogged belt or a direct connection with the end of the
camshaft or crankshaft drives the pump in some cases.

There are two basic types of oil pumps—rotary and
gear.

The ROTARY pump (fig. 6-21) has an inner rotor
with lobes that match similar shaped depressionsin the
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Figure6-21.—Rotor-type oil pump.



outer rotor. The inner rotor is off center from the outer
rotor.

As the oil pump shaft turns, the inner rotor causes
the outer rotor to spin. The eccentric action of the two
rotors forms pockets that change size. A large pocket is
formed on the inlet side of the pump. As the rotors turn,
the oil-filled pocket becomes smaller, as it nears the
outlet of the pump. This action squeezes the oil and
makes it spurt out under pressure. As the pump spins,
this action is repeated over and over to produce a
relatively smooth flow of oil.

The GEAR pumpl(fig. 6-22) consists of two pump
gears mounted within a close-fitting housing. A shaft,
usually turned by the distributor, crankshaft, or
accessory shaft, rotates one of the pump gears. The gear
turns the other pump gear that is supported on a short
shaft inside the pump housing.

QOil on theinlet side of the pump is caught in the gear
teeth and carried around the outer wall inside the pump
housing. When oil reaches the outlet side of the pump,
the gear teeth mesh and seal. Oil caught in each gear
tooth is forced into the pocket at the pump outlet and
pressure is formed. Oil squirts out of the pump and to
the engine bearings.
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As a safety factor to assure sufficient oil delivery
under extreme operating conditions, the oil pump (gear
or rotary) is designed to supply a greater amount of oil
than is normally required for adequate lubrication. This
requires that an oil pressure relief valve be incorporated
in the pump to limit maximum oil pressure.

The pressure relief valveis a spring-loaded bypass
valvein the oil pump, engine block, or ail filter housing.
The valve consists of a small piston, spring, and
cylinder. Under normal pressure conditions, the spring
holds the relief valve closed. All the oil from the oil
pump flowsinto the oil galleries and to the bearings.

However, under abnormally high oil pressure
conditions (cold, thick oil, for example), the pressure
relief valve opens. Oil pressure pushes the small piston
back in its cylinder by overcoming spring tension. This
alows some oil to bypass the main oil galleries and pour
back into the oil pan. Most of the oil still flows to the
bearings and a preset pressure is maintained. Some
pressure relief valves are adjustable. By turning a bolt
or screw or by changing spring shim thickness, the
pressure setting can be altered.
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Figure 6-22.—Gear-type oil pump.



Oil Pickup and Strainer

The oil pickup is a tube that extends from the oil
pump to the bottom of the oil pan. One end of the pickup
tube bolts or screws into the oil pump or to the engine
block. The other end holds the strainer.

The strainer has a mesh screen suitable for straining
large particles from the oil and yet passes a sufficient
quantity of oil to the inlet side of the oil pump. The
strainer islocated so al oil entering the pump from the
oil pan must flow through it. Some assemblies also
incorporate a safety valve that opens in the event the
strainers become clogged, thus bypassing oil to the
pump. Strainer assemblies may be either the floating or
the fixed type.

The floating strainer has a sealed air chamber, is
hinged to the oil pump inlet, and floats just below the top
of the oil. Asthe oil level changes, the floating intake
will rise or fall accordingly. This action allows all oil
taken into the pump to come from the surface This
design prevents the pump from drawing oil from the

CMB10251

Ol STRAINER

bottom of the oil pan where dirt, water, and sludge are
likely to collect. The strainer screen is held to the float
by aholding clip. The up and down movement of the
float islimited by stops.

The fixed strainer issimply an inverted
funnel-like device, placed about 1/2 inch to 1 inch from
the bottom of the oil pan. This device prevents any
sludge or dirt that has accumulated from entering and
circulating through the system. The assembly is
attached solidly to the oil pump in afixed position.

Oil Filter

The oil filter removes most of the impurities that
have been picked up by the oil, asit circulates through
the engine. Designed to be replaced readily, the filter is
mounted in an accessible location outside the engine.
There are two basic filter element configurations—the
cartridge type and spin-on type.

- UNSTRAINED OIL
w STRAINED OIL

Figure 6-23.—Oil pickup and strainer.
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1. The cartridge-type element[(fig. 6-24) fits into a container. This type of filter is screwed onto its
permanent metal container. Oil is pumped base and is removed by spinning it off.
under pressure into the container where it passes
from the outside of the filter element to the
center. From here, the oil exits the container.
The element is changed easily by removing the
cover from the container.

2. The spin-on fil{er (fig. 6-24) is completely self-
contained, consisting of an integral metal

container and filter element. Oil is pumped into _ _ _
the container on the outside of the filter element. There are two filter configurations. These are the

The ail then passes through the filter medium to full-flow system and the bypass system. Operations of
the center of the element where it exits the each system is as follows:

The elements themselves may be either metallic or
nonmetallic. Cotton waste or resin-treated paper is the
most popular filter mediums. They are held in place by
sandwiching them between two perforated metal
sheets. Some heavy-duty applications use layers of
meta that are thinly spaced apart. Foreign matter is
strained out, as the oil passes between the metal layers.

FILTERED OIL OUT

DIRTY OiL IN

FILTERED OiL OUT

ELEMENT

DIRTY OIL IN

SPIN-ON TYPE
CMB10252 CARTRIDGE TYPE

Figure6-24.—Oil filters.
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1. The full-flow system is the most
common. All ail in a full-flow system is
circulated through the filter before it reaches the
engine. When a full-flow system is used, it is
necessary to incorporate a bypass valve in the
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oil filter to alow the oil to circulate through
the system without passing through the element
in the event that it becomes clogged. This

prevents the oil supply from being cut off to the
engine.
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Figure6-25.—Filter system configurations.
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2. The bypass system divertsonly a
small quantity of oil each timeit is circulated
and returns it directly to the oil pan after it is
filtered. This type of system does not filter the
oil before it is sent to the engine. The il from
the main oil gallery enters the filter and flows
through the filter element. It then passesinto the
collector in the center of the filter. The filtered
oil then flows out arestricted outlet preventing
the loss of pressure. The oil then returns directly
to the oil pan.

Oil Galleries

Oil galleries are small passages through the
cylinder block and head for lubricating oil. They are
cast or machined passages that allow oil to flow to the
engine bearing and other moving parts.

The main oil galleries are large passages through
the center of the block They feed ail to the crankshaft
bearings, camshaft bearings, and lifters. The main ail
gdleries also feed oil to smaller passages running up to
the cylinder heads.

Oil Pressure Warning Light

The il pressure warning light [(fig. 6-26) isused in
place of a gauge on many vehicles. The warning light,
athough not as accurate, is vauable because of its high
visibility in the event of alow oil pressure condition.
Because the engine can fail or be damaged in less than a
minute of operation without oil pressure, the warning
light is used as a backup for a gauge to attract instant
attention to a malfunction.

The warning light receives battery power through
the ignition switch. The circuit to ground is completed
through the oil pressure-sending unit that screws into
the engine and is exposed to one of the oil galleries. The
sending unit consists of a pressure-sensitive diaphragm
that operates a set of contact points. The contact points
are calibrated to turn on the warning light anytime oil
pressure drops below approximately 15 psi in most
vehicles.

When oil pressure is low, the spring in the sending
unit holds a pair of contacts closed. This action
completes the circuit and the indicator light glows.
When oil pressure is normal, oil pressure acts on a
diaphragm in the sending unit. Diaphragm deflection
opens the contact points to break the circuit. This action
causes the warning light to go out, informing the
operator of good pressure.

Oil Pressure Gauge

The oil pressure gauge is mounted on the
instrument panel of avehicle. Marked off on adial in
pounds per square inch (psi), the gauge indicates how
regularly and evenly the oil is being delivered to dl vital
parts of the engine and warns of any stoppages in this
delivery. Pressure gauges may be electrical or
mechanical.

In the mechanical type, the gauge on the instrument
panel is connected to an oil line tapped into an ail
galery leading from the pump. The pressure of the oil
in the system acts on a digphragm within the gauge,
causing the needle to register on the dial.

In the electrical type, oil pressure operates a
rheostat connected to the engine that signals electrically
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Figure 6-26.—Oil pressure warning light.
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Figure 6-27.—O0il temperature regulator.
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to the pressure gauge indicating oil pressure within the
system.

Oil Temperature Regulator

The oil temperature regulator (fig. 6-27) must be
used in diesel engine lubricating systems, prevents ail

/—

OiL COOLER
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temperature from rising too high in hot weather, and
assists in raising the temperature during cold starts in
winter weather. It provides a more positive means of
controlling oil temperature than does cooling by
radiation of heat from the oil pan wells.

The regulator uses engine coolant in the cooling
system to regulate the temperature of the oil and is made
up of a core and housing. The core, through which the
oil circulates, is of cellular or bellows construction and
is built to expose as much oil as possible to the coolant
that circulates through the housing. The regulator is
attached to the engine so that the oil will flow through
the regulator after passing through the pump. As the ail
passes through the regulator, it is either cooled or
heated, depending on the temperature of the coolant and
then is circulated through the engine.

Some military vehicles use an oil cooler
that consists of a radiator through which air is circulated
by movement of the vehicle or by a cooling fan. Qil
from the engine is circulated through this radiator and
back to the sump or supply tank. The radiator acts to
cool the ail only in this system. It will not heat oil in a
cold engine.

RADIAL FAN
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Figure 6-28.—OQil cooler.
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Figure 6-29.—Splash-type lubrication system.

TYPES OF LUBRICATING (OIL)
SYSTEMS

Now that you are familiar with the lubricating
system components, you are ready to study the different
systems that circulate oil through the engine. The
systems used to circulate oil are known as splash,
combination splash force feed, force feed, and full
force-feed.
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Splash

The splash system is no longer used in automotive
engines. It is widely used in small four-cycle engines
for lawn mowers, outboard marine operation, and so on.

In the splash lubricating system (fig. 6-29), il is
splashed up from the oil pan or oil traysin the lower part
of the crankcase. The ail is thrown upward as droplets
or fine mist and provides adequate |ubrication to valve
mechanisms, piston pins, cylinder walls, and piston
rings.

In the engine, dippers on the connecting-rod
bearing caps enter the oil pan with each crankshaft
revolution to produce the oil splash. A passageis drilled
in each connecting rod from the dipper to the bearing to
ensure |ubrication.

This system is too uncertain for automotive
applications. One reason is that the level of il in the
crankcase will vary greatly the amount of lubrication
received by the engine. A high level results in excess
lubrication and oil consumption and a slightly low level
results in inadequate lubrication and failure of the
engine.

Combination Splash and Force Feed

In a combination splash and force feed [fig. 6-30),
oil is delivered to some parts by means of splashing and

OlL PASSAGE
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Figure 6-30.—Combination splash and force-feed lubrication system.



other parts through oil passages under pressure from the
oil pump.

The oil from the pump enters the oil galleries. From
the oil galleries, it flows to the main bearings and
camshaft bearings. The main bearings have oil-feed
holes or grooves that feed oil into drilled passages in the
crankshaft. The oil flows through these passages to the
connecting rod bearings. From there, on some engines,
it flows through holes drilled in the connecting rods to
the piston-pin bearings.

Cylinder walls are lubricated by splashing oil
thrown off from the connecting-rod bearings. Some
engines use small troughs under each connecting rod
that are kept full by small nozzles which deliver ail
under pressure from the oil pump. These oil nozzles
deliver an increasingly heavy stream as speed increases.
At very high speeds these oil streams are powerful
enough to strike the dippers directly. This causes a
much heavier splash so that adequate lubrication of the
pistons and the connecting-rod bearings is provided at
higher speeds.

If a combination system is used on an overhead
valve engine, the upper valve train is lubricated by
pressure from the pump.

Force Feed

A somewhat more complete pressurization of
lubrication is achieved in the force-feed lubrication
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MAIN BEARING

OIL PASSAGE

BEARING

CONNECTING ROD

system [fig. 6-31). Qil is forced by the oil pump from
the crankcase to the main bearings and the camshaft
bearings. Unlike the combination system the
connecting-rod bearings are also fed oil under pressure
from the pump.

QOil passages are drilled in the crankshaft to lead oil
to the connecting-rodbearings. The passages deliver ail
from the main bearing journals to the rod bearing
journals. In some engines, these opening are holes that
line up once for every crankshaft revolution. In other
engines, there are annular grooves in the main bearings
through which oil can feed constantly into the hole in
the crankshaft.

The pressurized oil that lubricates the connecting-
rod bearings goes on to lubricate the pistons and walls
by squirting out through strategically drilled holes. This
lubrication system is used in virtually all engines that
are equipped with semifloating piston pins.

Full Force Feed

In a full force-feed Iubrication system (fig. 6-32),
the main bearings, rod bearings, camshaft bearings, and
the complete valve mechanism are lubricated by oil
under pressure. In addition, the full force-feed
lubrication system provides lubrication under pressure
to the pistons and the piston pins. Thisis accomplished
by holes drilled the length of the connecting rod,
creating an oil passage from the connecting rod bearing
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Figure6-31.—Force-feed lubrication system.
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Figure 6-32.—Full force-feed lubrication system.

to the piston pin bearing. This passage not only feeds
the piston pin bearings but also provides lubrication for
the pistons and cylinder walls. This system is used in
virtually al engines that are equipped with full-floating
piston pins.

LUBRICATING SYSTEM PROBLEM
DIAGNOSIS

To troubleshoot an engine lubricating system, begin
by gathering information on the problem. Ask the
operator questions. Analyze the symptoms using your
understanding of system operation. You should arrive
at alogical deduction about the cause of the problem.

The four problems most often occur in the
lubrication system are as follows:

1. High oil consumption (oil must be added
frequently)

2. Low oil pressure (gauge reads low, indicator
light glows, or abnormal engine noises)

3. High ail pressure (gauge reads high, oil filter
swelled)

4. Defective indicator or gauge circuit (inaccurate
operation or readings)

When diagnosing these troubles, make a visual
inspection of the engine for obvious problems. Check
for oil leakage, disconnected sending unit wire, low oil
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level, damaged oil pan, or other troubles that relate to
the symptoms.

High Oil Consumption

If the operator must add oil frequently to the engine,
thisis asymptom of high oil consumption. External oil
leakage out of the engine or internal leakage of oil into
the combustion chambers causes high oil consumption.
A description of each of these problemsiis as follows:

o External oil leakage—detected as darkened oil
wet areas on or around the engine. Oil may aso
be found in small puddles under the vehicle.
Leaking gaskets or seals are usualy the source of

external engine oil leakage.

Internal oil leakage—shows up as blue smoke
exiting the exhaust system of the vehicle. For
example, if the engine piston rings and cylinders
are badly worn, oil can enter the combustion
chambers and will be burned during combustion

NOTE

Do not confuse black smoke (excess fuel
in the cylinder) and white smoke (water
leakage into the engine cylinder) with blue
smoke caused by engine oil.




Low Oil Pressure

Low oil pressure is indicated when the oil indicator
light glows, oil gauge reads low, or when the engine
lifters or bearings rattle. The most common causes of
low oil pressure are as follows:

1. Low ail level (oil not high enough in pan to
cover oil pickup)

2. Worn connecting rod or main bearings (pump
cannot provide enough oil volume)

3. Thin or diluted oil (low viscosity or fuel in the
oil)

4. Weak or broken pressure relief valve spring
(valve opening too easily)

5. Cracked or loose pump pickup tube (air being
pulled into the oil pump)

6. Worn oil pump (excess clearance between rotor

or gears and housing)

Clogged oil pickup screen (reduce amount of ail
entering pump)

A low oil level is a common cause of low oil
pressure. Always check the oil level first when
troubleshooting a low oil pressure problem.

High Oil Pressure

High oil pressure is seldom a problem. When it
occurs, the oil pressure gauge will read high. The most
frequent causes of high oil pressure are as follows:

1. Pressure relief valve struckopen (not opening at
specified pressure)

2. High relief valve spring tension (strong spring
or spring has been improperly shimmed)

3. High ail viscosity (excessively thick oil or use
of oil additive that increases viscosity)

4. Redtricted oil gallery (defective block casting or
debrisin oil passage)

Indicator or Gauge Problems

A bad oil pressure indicator or gauge may scare the
operator into believing there are major problems. The
indicator light may stay on or flicker, pointing to alow
oil pressure problem. The gauge may read low or high,
also indicating a lubrication system problem.

Inspect the indicator or gauge circuit for problems.
The wire going to the sending unit may have fallen off.
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The sending unit wire may aso be shorted to ground
(light stays on or gauge always reads high).

To check the action of the indicator or gauge,
remove the wire from the sending unit. Touch it on a
metal part of the engine. This should make the indicator
light glow or the oil pressure gauge read maximum. If it
does, the sending unit may be defective. If it does not,
then the circuit, indicator, or gauge may be faulty.

NOTE

Always check the service manual before
testing an indicator or gauge circuit. Some
manufacturers recommend a special gauge
tester. Thisis especially important with some
computer-controlled systems.

LUBRICATING SYSTEM MAINTENANCE

There are certain lubricating system service jobs
that are more or |ess done automatically when an engine
is repaired. For example, the oil pan is removed and
cleaned during such engine overhaul jobs as replacing
bearing or rings. When the crankshaft is removed, it is
usual procedure to clean out the oil passagesin the
crankshaft. Also, the oil passages in the cylinder block
should be cleaned out as part of the overhaul.

As a Construction Mechanic, you will be required
to maintain the lubrication system. This maintenance
normally consists of changing the oil and filter(s).
Occasionally you will be required to perform such
maintenance tasks as replacing lines and fittings,
servicing or replacing the oil pump and relief valve, and
flushing the system. The following discussion provides
information that will aid you in carrying out these
duties.

Oil and Filter Change

It is extremely important that the oil and filter(s) of
the engine are serviced regularly. Lack of oil and filter
maintenance will greatly shorten engine service life.

Manufacturers give a maximum number of miles or
hours a vehicle can be operated between oil changes.
Newer automotive vehicles can be operated 5,000 miles
between changes. Older automotive vehicles should
have their oil changed about every 3,000 miles. Most
construction equipment average between 200 and 250
hours of operation between oil changes. However,
depending on the climate and working conditions the



miles and hours between oil changes can be greatly
reduced. Refer to the service manual for exact intervals.

To change the engine oil, warm the engine to full
operating temperature. Thiswill help suspend debrisin
the oil and make the oil drain more thoroughly.
Unscrew the drain plug and allow the ail to flow into a
catchment pan Be careful of hot ail; it can cause painful
burns.

Usually thefilter elements are replaced at the same
time the oil is changed. The most common filters are the
spin-on filter or replaceable element type ail filter.

e Spin-on, throwaway oil filter—replaced as a
complete unit. Unscrew the filter from the base
by hand or afilter wrench and throw the filter
away. When replacing, wipe the base clean with
acloth and place a small amount of oil or grease
on the gasket to ensure a good seal. Screw on a
new filter, tightening a least a half aturn after the
gasket contacts the base. Do not use a filter
wrench because the filter canister could distort
and leak.

Replaceable element oil filter—removed from
the filter housing and replaced. Place a pan
underneath the filter to catch oil from the filter.
Remove the fastening bolt and lift off the cover
or filter housing. Remove the gasket from the
cover or housing and throw it away. Take out the
old element and throw it away. Clean the inside
of the filter housing and cover it. Install a new
element and insert a new cover or housing gasket
(ensure the gasket is completely seated in the
recess). Replace the cover or housing and fasten
it to the center bolt securely.

After the oil has been completely drained and the
drain plug replaced, fill the crankcase to the full mark on
the dipstick with the proper grade and weight of oil.
Start and idle the engine. Check the oil pressure
immediately. Inspect the filter or filter housing for
leaks. Stop the engine and check the crankcase oil level
and add to the full mark.

Oil Pump Service

Service on oil pumps is limited since they are
relatively trouble-free. An oil pump will often still be
operating trouble-free when the vehicle is ready for
salvage.

A bad oil pump will cause low or no oil pressure and
possibly severe engine damage. When inner parts wear,
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the pump may leak and have a reduced output. The
pump shaft can also strip in the pump or distributor,
preventing pump operation

To replace the oil pump, it is first necessary to
determine its location. Some pumps are located inside
the engine oil pan Others are on the front of the engine
under a front cover or on the side of the engine. Since
removal procedures vary, refer to the manufacturer’s
service manual for instructions.

Most mechanics install a new or factory rebuilt
pump when needed. It is usually too costly to
completely rebuild an oil pump in the shop. Before
installation, prime (fill) the pump with engine oil. This
will assure proper initial operation upon engine
starting.

Install the pump in reverse order of removal. Anew
gasket should be used and the retaining bolts torqued as
specified by the service manual.

Pressure Relief Valve Service

A faulty pressure relief valve can produce oil
pressure problems. The valve may be located in the ail
pump, filter housing, or engine block.

If symptoms point to the pressure relief valve, it
should be disassembled and serviced. Cleaning and
adjusting is al that is usualy required. Remove the cup
or cap, holding the pressure relief valve. Then, dlide the
spring and piston out of their bore.

Measure the free length of the spring (length of
extended spring) and compare it to the specifications. If
the spring is too short or long, install a new spring.
Some manufacturers recommend checking spring
tension.

Use amicrometer and a small hole gauge to check
the valve and valve bore wear. Also, check the sides of
the valve for scratches or scoring. Replace the parts if
any problems are found.

Assemble the pressure relief valve. Make sure that
the valve is facing correctly in its bore. Slide the spring
into place. Install any shims and the cover plug or cap.
Refer to the service manual for details.

The pressure relief valve may be adjusted in one of
two ways. One way is by an adjusting screw (having a
jam or locknut) which adds or relives pressure on the
spring. The other way is by adjusting shims that are
added or removed to adjust opening pressure of the
relief valve.



Q11.  What device is used to determine the viscosity of Q16. Name the four types of lubricating systems?
il ? Q17. What type of lubricating system is used on small
Q12. How is oil that meets SAE low temperature four-cycle engines?
: . >
requir ts designated? Q18. What lubricating system is used on engines

equipped with full-floating piston pins?

Q19. When servicing the pressure relief valve, you

can use what tools to check the valve and valve
Q15. Whnat are the two oil filter configurations? bore?

Q13. Who setsthe ail servicerating?

Q14. What oil servicerating isrequired for today’s
automotive gasoline engines?
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